
IMPORTANT NOTICE TO PURCHASER: The manufacturer and seller warrant that 
the chemical contained herein conforms to its standard specifications. Seller’s and 
manufacturer’s liability for any and all losses or damages resulting from any cause 
whatsoever shall in no event exceed the purchase price of this product, with respect to 
which losses or damages are claimed. Before using, user shall determine the suitability 
of this product for the intended use, and user assumes all risk and liability whatsoever in 
connection therewith. The manufacturer and seller make no representation or warranty, 
including merchantability or any other kind, expressed or implied. The foregoing may not 
be altered except by written agreement by officers of the manufacturer. 

NET WT 20 OZ (1 LB 4 OZ) (567 GRAMS)

• FOR PROFESSIONAL USE ONLY 
• KEEP OUT OF THE REACH OF CHILDREN 
• BEFORE USING READ ALL CAUTIONS AND DIRECTIONS

GTO
GREASE, TAR & OIL REMOVER

 For Carpet or Upholstery

  not Harmed by Solvent

 Aggressive On Stubborn

  Oil Based Stains

 Fast Drying

 Non-Ozone Depleting

GTO is an aggressive solvent 
spotter for quick removal of 
grease, tar, oil, crayon, shoe 
polish, lipstick, fresh paint, 
makeup and many other sol-
vent based stains. GTO dries 
fast, is nonflammable and non-
ozone depleting.

DIRECTIONS FOR USE: 
Keep actuator nozzle pointed 
towards dot on valve cup. 
Check for color fastness 
before use. Spray product 
onto a white absorbent towel 
and apply to spot and allow 
30 to 60 seconds dwell time. 
Towel off or vacuum stained 
area and repeat as necessary. 
Avoid oversppray on plastics 
or paints, aluminum or warm 
to hot surfaces.

PRECAUTIONS AND FIRST AID:
Vapor harmful. Contents under 
pressure. Keep out of reach of 
children. Work only in a well 
ventilated area and avoid inha-
lation of spray mist or vapors. If 
overcome by fumes, remove to 
fresh air. Resuscitate if neces-
sary and seek medical attention. 

Avoid contact with skin or eyes. 
If irritation persists, consult a 

physician. Do not heat or store 
at temperatures above 120˚ F.

CONTAINS:
Perchlorethylene 127-18-4; 
Acetone 67-64-1; Carbon 
Dioxide 124-38-9

INSTRUCCIONES
Dirija el rociador hacia enfr-
ente. Pruebe en un area poco 
visible. Rocie el producto 
sobre una toalla blanca absor-
bente y aplique a la mancha. 
Dejelo de 30 a 60 segundos. 
Usando la toalla limpie el area 
o use una aspiradora. Repita 
este procedimiento las veces 
que sean necesarias. Evite el 
exceso del producto en plas-
ticos, pinturas o aluminio o en 
superficies calientes.

ADVERTENCIA
Vapor peligroso, producto 
bajo pesion. No se mantenga 
al alcance de los ninos. Use 
solo en lugares ventilados, 
evite respirar los vapores. Si 
alguien lo respire saquelo a 
un area ventilada. Dele prim-
eros auxilios y obtenga ayuda 
medica. Evite el contactocon 
la piel y ojos. Si ocurriera un 
contacto, lavese con agua por 
15 minutos. Si la irritacion per-
siste, consulte a su medico. No 
se mantenga este producto en 
temperatures arriba de 120˚ F.
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(Equivelent to 12.1 FL. OZ.)


