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Hard-Power is ideally suited for general clean-
ing, and for cleaning smoke residues off walls. 
Hard-Power is a hard hitting blend of detergents, 
builders, and solvents.

DIRECTIONS
Dilute 1 part Hard Power to 16 parts water. 
Adjust dilution according to difficulty of job. 
Remove loose soil or soot with dry cloth or dry 
cleaning sponge. Spray or wipe on diluted Hard 
Power. Wipe off and rinse with wet cloth if nec-
essary. Add 1 oz. of De-Liminate or Citrus Solv 
to ready-to-use gallon for grease fires. Add 4 oz. 
of Hydrocide per ready to use gallon to neutral-
ize smoke odor while cleaning. For woodwork, 
venetian blinds, plastic, vinyl, etc. dilute 1 part 
Hard Power to 64 parts water. For general hard 
surface cleaning, like cement or concrete, dilute 
1 part Hard-Power to 32 parts water.

SAFET Y INFORMATION
Caution: Keep out of reach of children. Always 
test in an inconspicuous area. May cause skin 
and eye irritation. Avoid contact with skin and 
eyes. Wear eye protection and gloves when mix-
ing or cleaning. Wash thoroughly after handling.

First Aid: In case of skin or eye contact, imme-
diately flush with plenty of water, get medical 
attention if irritation persists. If ingested, do not 
induce vomiting. Contact a physician immedi-
ately. See Material Safety Data Sheet (msds) on 
www.bridgepoint.com/msds for additional safety 
and regulatory information.

Contains: Water (cas# 7732-18-5), Proprietary 
blend of Builders, Tri Sodium Phosphate (cas# 
7601-54-9), Anionic Surfactant, Triethanolamine 
(cas# 102-71-6), Glycol Ether db (cas# 112-34-5), 
Glycol Ether EB (cas# 11-76-2)

Hard Power es ideal para limpiar paredes y 
manchas de humo. Hard-Power es una mezcla 
potentísima de detergentes y solventes.

INSTRUCCIONES:
Diluya 1 porción de Hard-Power a 16 pociónes 
de agua. Diluir el producto dependiendo de lo 
sucio que este el area. Remueva el polvo con un 

trapo o con una esponja seca. Rocié o limpie 
con Hard Power diluido. Limpie con el trapo y 
enjuague si es necesario. Agregue 1 onza del De-
Liminate o Citrus Solv y estará listo para usar el 
galón en contra de las manchas de grasa. Agregue 
cuatro onzas de Hydrocide y estará listo para usar 
el galón que neutraliza el olor de humo mientras 
usted limpia. Para trabajo en madera, percianas, 
plasticos, vinilos, etc., diluya 1 porción de Hard 
Power a 64 porciónes de agua. Para la limpieza 
general de una superficie dura diluya 1 porción 
de Hard Power a 32 porciónes de agua.

INFORMACION DE SEGURIDAD
Precaución: Manténgase fuera del alcance de 
los niños. Pruebe siempre en un área discreta. 
Puede causar irritación en la piel y en los ojos. 
Use protección para los ojos y guantes al mez-
clar y limpiar. Lavase completamente después de 
usarlo.

Primeros Auxilios: En caso de producirse irrit-
ación en la piel o en los ojos, lavase inmediata-
mente con bastante agua; si la irritación persiste, 
obtenga atención médica. Si se ingiere, pongase 
en contacto inmediatamente con un médico. 
Para información adicional acerca de la seguri-
dad, vea la Hoja de Datos de Seguridad de Mate-
riales (msds).

Hard Power is formulated to penetrate the 
most difficult soil and grease on any hard 
surface. Great for fire restoration and gen-
eral wall cleaning.

Liquid Wall Wash/General Purpose Heavy Duty Cleaner

Contents: Five U.S. Gallons (18.9 Litres)

Hard-Power
HEALTH REACTIVITY

SPECIFIC
HAZARD

FIRE

0
1          0

Liquid Wall Wash

		 Fire Restoration
		 Hard Surface
11.5	 RTU pH

 = Primary Use = Secondary Use

See Material Safety Data Sheet (MSDS):
www.bridgepoint.com/msds
for additional safety and regulatory information.

Ver al Material Safety Data Sheet (MSDS) en
www.bridgepoint.com/msds
para mas información de seguridad y reglas.

Another fine product from Bridgepoint Systems
4282 South 590 West, Salt Lake City, UT 84123
www.bridgepoint.com

May cause 
skin and eye 
irritation. Avoid 
contact with 
skin and eyes. In 
case of contact, 
immediately flush 
with plenty of water, 
seek medical advice 
if irritation persists.

SEE MATERIAL SAFETY DATA SHEET
 VOIR LA FICHE SIGNATÉTIQUE

Susceptible 
d’irriter la peau 
et les yeux. Évitez 

tout contact avec 
la peau et les yeux. 

S’il y a contact, lavez-
vous immédiament à la 
grande eau. Consultez 
un médicin si l’irritation 
se fait persistante.
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